
VREDO  

Turf-Fix
The Vredo Overseeder places the grass seed 
in direct contact with the soil giving almost 
total seed germination and benefits from an 
infinitely adjustable and highly accurate seed 
dosage mechanism.

The Vredo Turf-Fix Series is a very compact, multi-function machine for 
professional landscapers, contractors and clubs, looking to carry out a 
number of renovation and maintenance tasks with just one machine. 
Mounted or towed, the Turf-Fix can be used to overseed, apply sand 
dressing, sand slitting and aerate, simply by fixing different attachments 
to a universal base unit. Compatible with tractors as small as 16hp.
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Campey supply market leading, innovative turf care machinery worldwide, we’re continually researching 
new techniques and refining existing practices to help turf care professionals achieve perfection.

Call +44 (0)1260 224568, email info@campeyturfcare.com or visit www.campeyturfcare.com
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Vredo Turf Fix Specification	 	

Seed dosage	 Stepless	  3 to 190 kg/ha

Disc diameter	 Ø 150 mm

Element	 Low maintenance with steel scraper  
	 0-20 mm sowing depth

Turf guard	 Adjustable

Front support wheel	 Adjustable

Tyre roller with  
lawn profile	 4 or 6 tyres 13x6.5-6	

Calibrating	 Calibration table newly improved  
	 calibration tray section

Model	 DZ5 65(T) 		  DZ5 95(T) 	

GPS working width	 63cm		  98cm

Transport width	 78.3cm		  113.3cmv

Row spacing	 0.35cm		  0.35cm	
 

Volume of seed hopper	 42 litre		  66 litre

Weight	 180kg		  240kg

Recommended  
20kg weights	 6 (300) 		  10 (440) 

Tractor power	 20/15 HP		  25/20 HP

Depth adjustment			   Top link / drawbar

Dimensions lxwxh (cm)	 80.9 x 78.3		  80.9 x 113.3
	 x 85.5		  x 85.5

(T) Wheel set and drawbar assembly,  
27 kg extra weight and adding 63.5 cm to the machine’s length
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